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LETTER FROM THE CEO

Thank you for your interest in learning more about our Entry product.  As a company we take great pride 
in solving our customer’s problems and Entry is no exception to that standard.  When we began 
formulating Entry our objective was to develop a highly effective ice melt product that would eliminate 
the environmental issues associated with chlorides as well as the interior custodial issues caused by granu-
lar tracking.  

Entry’s proprietary formulation is 100% made in the USA and is derived from inhibited Potassium Formate.  
Entry works by breaking the hydrogen bridges that are formed when water freezes. Additionally, it lowers 
the freezing point of water to an extraordinarily low refreeze temperature of -63 degrees Fahrenheit (-53 
C).  The low refreeze temperature makes Entry an excellent product to use in order to prevent refreeze 
and prevent black ice formation.

In an effort to reverse the course of excess chloride use we have formulated Entry to be 100% free of any 
form of chloride or Urea.  We have specifically designed Entry to be used within the first 15 feet from the 
building entrance.  This 15 foot area that we refer to as the DMZ is significant for several reasons.  

 The DMZ is where the highest concentration of chlorides are currently being used compared to all  
 other areas on the property.  Additionally, the majority of run off from these areas closest to the  
 building are typically flowing directly into storm sewer controls that lead to our waterways.  There  
 is nothing to buffer the chloride run off. The result is a direct and highly concentrated shot into our  
 watersheds.

 Beyond the environmental issues chlorides also create problems with corroding metals, killing turf  
 and ornamentals as well as causing health problems to our pets.  It should come as no surprise that  
 the fifteen foot DMZ is where we find the highest concentration of metals, plants and pet traffic.

 The DMZ is where over 95% of granular ice melt tracking coming into our buildings is 
 originating from.  When Entry is utilized in the DMZ we can virtually eliminate granular tracking.   
 Entry is formulated to a neutral pH so any tracking that results will be similar to what would be   
 expected from a September rainfall not a February snow storm.

 Entry is very cost effective when used within the DMZ.  A typical application on a four foot wide  
 service walk is $1.35. 
 
Our company is about solving problems not accepting payment for products that fail to meet people’s 
expectations, so if you are not satisfied with Entry’s performance for any reason we will gladly refund the 
full purchase price on your first case.  On behalf of all my co-workers and fellow solution seekers at Secure 
Winter Products I invite you to take a positive step towards chloride reduction and allow Entry to save 
your custodial services team from the headaches of granular tracking.  

Sincerely,

Nate Clemmer
CEO
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PETS
Chlorides are harmful 
to pets if swallowed 
and certain chloride 
based products like 
Calcium Chloride can 
seriously burn the paws 
of animals.  Entry is 
100% Chloride Free.

Chlorides and Urea in 
our waterways reduces 
the available oxygen 
levels and can lead to 
the death of fish and 
aquatic plants.  Entry is 
100% Chloride Free 
and Urea Clear.



Chlorides are corrosive 
to metals and will 
reduce the functional 
life of structures such as 
railings and doors.  
Entry is 100% Chloride 
Free.

95% of granular ice melt 
tracking occurs within 
the first 15 feet of the 
building entrance.  
Entry’s proprietary 
neutral pH formulation 
is designed to eliminate 
tracking.

Chlorides will 
dehydrate turf and 
ornamentals and cause 
desiccation.  Entry is 
100% Chloride Free.



Mechanically remove any accumulated snow 
or ice.
Not Recommended for the following 
conditions:
 • Wet snow (slush)
 • To melt through heavily 
   compacted snow or ice
 • Blowing snow/blizzard conditions

Apply Entry using a fan spray at a rate of 3/4 
gallon per thousand. 
Increase rate to 1 Gallon per thousand if 
temperatures are below 0°F (-17.8°C)
Allow 1 to 2 minutes for Entry to work. An 
additional application may be necessary 
depending on the amount of residual snow or 
ice needing to be melted.

APPLICATION RECOMMENDATION

PRIOR TO APPLICATION FOLLOWING APPLICATION

APPLICATION COSTS

POST-STORM (DE-ICE) BLACK ICE PREVENTION

DMZ*

2x2.5 Gallon 
Case**

55 Gallon
Drum**

275 Gallon
Tote**

1,000 sq. ft.

1.35

22.00

1.00

16.70

0.88

14.77

  *DMZ costs assume a four foot wide service walk.
**Variation in costs based upon the volume purchased per delivery



Mechanically remove any accumulated snow 
or ice.
Please note increased snow accumulation in 
highlighted areas.

Allow 1 to 2 minutes for entry to work.
When applying aviod trying to “Pressure 
Wash” the snow. Apply at recommended rate 
to aviod unnecessary application costs.
Spot Treat any areas that were not melted or 
mechanically remove.

WHAT TO EXPECT

BENEFITS OF ENTRY AS A POST-TREATMENT

PRIOR TO APPLICATION FOLLOWING APPLICATION

Immediate melting.
Elimination of granular tracking.
Elimination of chloride residue tracking.
Non-chloride formulation is safer for environment, pets, metals and plants.
Advanced protection against refreeze and black ice.

Increased snow accumulation
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CHLORIDE FREE. UREA CLEAR.

PRODUCT ATTRIBUTES

Percentage Chlorides

Percentage Urea

pH 

Freezing Point

Effective Temperature

Appearance

Specific Gravity at 68˚ F (20˚ C)

Density (Pounds/Gallon) at 68˚ F (20˚ C) 

Recommended Standard Application Rate (per thousand sq feet)

0%

0%

7.3 - 7.8

-63˚F/-53˚C

-30˚ F/-34˚ C

Clear

1.34

11.2

3/4 Gallon

 

ENTRY

*    A number of conditions can affect product performance including surface area, surface temperature, surface grade, air temperature, 
   application timing and rate.

   

PRODUCT ATTRIBUTES



DESIGNED FOR THE ENVIRONMENT

 

Oxygen demand represents the amount of oxygen needed to 
bio-degrade various types of non-chloride based ice melt products.

Potassium Acetate

Calcium Magnesium
Acetate (CMA)

Glycerol

Propylene Glycol

Urea

DEICING AGENTS OXYGEN DEMAND



Concentration of
Entry By Weight:
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Application Guidelines (Post-Treat/De-Ice)
Mechanically remove as much accumulated snow and ice as 
possible.

Apply Entry at a minimum rate of ¾ gallon (2.84 Liters) per 
1,000 square feet (92.9 square meters).

Increase minimum application rate of Entry to 1 gallon (3.79 
Liters) per 1,000 square feet (92.9 square meters) if 
temperatures are below or expected to be below 0 degrees 
Fahrenheit (-17.78 C).

Do not try to melt the snow or ice with Entry.  Apply evenly 
and then allow 1 to 2 minutes for Entry to perform.  If 
necessary spot treat any areas where there is any residual 
accumulation.

Entry is not recommended to melt wet snow (slush) or to melt 
through ice or compacted snow.   

Storage & Handling Instructions
Eyeglasses or goggles are recommended.  Protective clothing 
may be worn but is not generally not required. Entry is ready 
to use.  Further dilution or mixing of other products is not 
recommended. Keep containers tightly closed and stored in a 
cool, well-ventilated space. 

First Aid
For Eyes:  Rinse carefully with water for several minutes.  
Remove contact lenses if able and continue rinsing.  
Immediately call poison center or doctor/physician.

For Skin:  Thoroughly wash with soap and water. If irritation 
persists, seek medical attention.

For Inhalation:  Remove to fresh air.  If not breathing, give 
artificial respiration.  Seek medical attention.

For Ingestion:  Call a physician immediately.  Do not induce 
vomiting without medical advice.

Cautions
Do not use if temperatures are below -30 degrees Fahrenheit 
(-34 degrees Celsius).  

Do not use on concrete poured or pavers installed in the last 
18 months unless approved by contractor.

Do not use on structural concrete unless approved by 
engineer or contractor.

Do not apply on specialty stone surfaces such as granite and 
marble unless approved by engineer or contractor. 

Product has been designed for use in pedestrian and low 
speed parking lot areas such as drop off zones.  Product is 
not recommended to be used outside of these areas.

Do not apply near in-ground lighting.  Product may become 
electrically conductive.

A number of conditions can affect product performance 
including the type of surface area, surface temperature, 
surface grade, air temperature, application timing and rate.  
As a result, application guidelines should be carefully 
reviewed but are made without guaranty, warranty or 
responsibility of any kind. 

Warranty
Seller warrants this material conforms to its description and 
is reasonably fit for the purpose stated on the label when 
used in accordance with any directions provided, with proper 
equipment in good working order and under normal 
conditions of use.  Buyer assumes the risk of any contrary 
use.  Seller makes no other expressed or implied warranty of 
fitness for a particular purpose, and no agent or seller is 
authorized to do so except in writing with a specific reference 
to this warranty.  In no event shall seller’s liability for any 
breach of warranty exceed the purchase price of the material 
as to which a claim is made.

INGREDIENTS

Active Ingredients

Inhibited Potassium Formate

Adjuvant Formulation

590-29-4

Proprietary

CAS No.

Application Guidelines (Pre-Treat/Anti-Ice)
Entry is only recommended as a Pre-Treat if temperatures are 
below 0ºF (-18ºC) or if a chloride-free application is required.

Entry may be applied up to six hours before frozen 
precipitation begins falling.

Treat the surface area completely to assist in preventing the 
adhesion and accumulation of snow and ice.  

Apply at a minimum rate of 3/4 gallon (2.84 liters) per 1,000 
square feet (92.9 square meters). 

Product can be reapplied if frozen precipitation begins to 
accumulate.   
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Manufactured by:
Secure Winter Products, LLC
P.O. Box 523
Harleysville, PA 19438
267-203-1609

LABEL



Do I need to mix Entry with water?
No, Entry is in a ready to use formulation.  For best results no further dilution is recommended.

Can I use Entry to melt through layers of snow or ice?
Once there is an accumulation of ice or snow pack Entry will cease to be a cost effective melting alternative.  If you need to 
melt through an existing layer or snow or ice we would recommend Alpha Melt for temperatures down to zero degrees 
Fahrenheit and Magnesium Chloride Pellets if temperatures are below zero degrees Fahrenheit.

How is Entry made?
Entry is a blend of Potassium Formate and a proprietary adjuvant formulation designed to optimize every spray droplet into a 
shape that is capable of breaking through the ice lattice.  Additionally Entry’s proprietary formulation is designed to reduce 
corrosion, tracking and balance pH.

Can I use Entry as Pre-Treat?
Entry can be used as a Pre-Treat, but since Entry was designed to break through the ice lattice its performance as a Pre-Treat 
will compare with, but not exceed the performance of other less expensive pre-treatment alternatives.  If a non-chloride 
application or if temperatures were expected to be below 0 degrees F (-18c) then Entry would be a viable pre-treatment 
alternative.  

Will Entry track into my building?
Entry will track similarly to how a rain covered surface would track into a building.  Entry is formulated a pH of 7.3 to 7.8 so any 
tracking that enters the building is at a neutral pH to avoid any issues associated with floor damage caused by high 
pH chemistries.

Is Entry safe on decorative stone?
You should consult with your installation contractor regarding Entry’s safety around decorative stones such as granite 
or marble.  

Is Entry safe to use in around structural metals?
The primary issues with de-icing products being used around structural metals is the corrosivity of chlorides on metals.  Entry 
is a 100% non-chloride product.  You should consult with your structural engineer to confirm that Entry will be safe for the 
specific metals associated with a particular parking structure.  

If I increase my application rate will it increase the amount of frozen precipitation that is able to be melted?
Yes, the higher the concentration of Entry on the sidewalk surface compared to the amount of moisture will improve the 
amount of frozen precipitation capable of being melted and the temperature it is capable of melting at.  

Can I use Entry as a post-treat to help prevent against black ice?
Yes, Entry as a post-treatment will be more effective than chloride based products.  Entry’s refreeze point prior to being diluted 
by any residual frozen precipitation is -63 Degrees Fahrenheit (-53˚ C).  

Is Entry safe on new concrete?
We do not recommend using Entry on new concrete unless it is approved by your concrete contractor as an approved de-icing 
product that will not void your warranty.  If Entry is not an approved de-icing product we would recommend using a high 
performance traction product such as Traction Magic.

Is Entry safe on existing concrete?
Entry is a non-chloride liquid that is blended to a neutral pH and as a result is considered functionally safe on concrete that is 
at least 18 months old if the concrete is properly air-entrained provided the recommended application rates of Entry are 
followed.  The majority of concrete damage is caused by the utilization of deicing products that are not effective to lower 
temperatures.  The result is an increase in the number of freeze and thaw cycles.  As a result of Entry’s low freezing tempera-
ture the quantity of freeze and thaw cycles can be significantly reduced.

Is Entry safe on plants and turf?
Entry is safe on turf and plants if used based upon the recommended rates.

Is Entry safe for pets?
While Entry is safer for pets then the vast majority of de-icing products on the market if pet safety is your number one priority 
we would recommend Safe Paw.

FREQUENTLY ASKED QUESTIONS



RECOMMENDED EQUIPMENT

PACKAGING

2 x 2.5 Gallon Case
(covers 7,500 sq. ft.)

55 Gallon Drum
(covers 82,500 sq. ft.)

275 Gallon Tote
(covers 412,500 sq. ft.)

Solo Manual Pump
Hand Sprayer
454 HD

1.5 Gallon Capacity

MANUAL PRESSURE

BATTERY PRESSURE

Solo Battery 
Powered Backpack
Sprayer

6 Gallon Capacity
Dual Speed Pump
Up to 5 Hours of
Battery Life

Solo Manual Pump
Backpack Sprayer
425 HD

4 Gallon Capacity

While Entry was designed to be compatible with all forms of spray equipment we recommend the following items.



Walk Behind Sprayer

PowerPack Sprayer

BATTERY PRESSURE - CONTINUED

FEATURES

SnowEx® push sprayers are completely 
electric-powered with the ability to spray liquids 
through the spot spraying wand or front 
boomless nozzle. That means you can make short 
work of some of the toughest applications, like 
stairs and sidewalks.

Green Gorilla was founded by engineers and 
developed with a simple goal in mind: 
manufacture a dependable, high quality pump 
sprayer that frees the user frome the time 
consuming task of pumping.

Smart Pressure Technology (SPT) allows for the 
precise amount of product with every 
application. Lithium Ion battery provides up to 
eight hours of life.

Rechargeable Battery
Sprayers are powered by a 
12-volt electric pump, rated at 
2 gallons per minute at 60 psi, 
which includes a rechargeable 
battery that fully charges in 12 
to 16 hours.

Boomless Nozzle
Boomless Nozzle can be height 
adjusted and spray ice melters 
up to 48 inches wide.

Vented Cap
An easily accessible, 
extra-wide vented cap allows 
for quick filling.

Spray Wand
With the unit’s heavy-duty spray 
wand, you can easily apply brine 
to some of the toughest spots to 
reach… even stairs.



VSS-1000 Sprayer

POWER UNITS

The VSS-1000 is designed 
for applying liquid to 
sidewalks, pedestrian 
walkways, stairs, curbs and 
other confined areas.

3-Position Nozzle
With triple-stream, single-stream 
and wide-fan settings, the 
three-position nozzles allow you 
to adjust the application for 
the condition.

Hand Spray Wand
A spray wand allows spot 
spraying applications in tough 
locations, like stairs.



SAFETY DATA SHEET  Product # : I000144 
Name of Product :     Revision Date:  Jan. 7, 2017  

  
 
 
SECTION 1: PRODUCT AND COMPANY IDENTIFICATION  
 
PRODUCT NAME: Entry  
SYNONYMS: Deicing Fluid, Anti-icing Fluid.  
PRODUCT CODES: I000144 
 
MANUFACTURED FOR: Secure Winter Products, LLC  
 
CORPORATE ADDRESS:     PO Box 523

Harleysville, PA 19438
 

   
 
PHONE:  267-203-1609  
   
  
EMERGENCY PHONE:     United States: Chemtrec:  800-424-9300 (CCN# 15189) 
 
  Canada: CANUTEC: 613-996-6666         
   I TECH 877-324-4402  
 
CHEMICAL NAME: Potassium Formate 
CHEMICAL FAMILY: Organic acid, potassium salt 
CHEMICAL FORMULA: HCOOK 
 
PRODUCT USE: Deicing fluid, Anti-icing fluid. 

 
  

 
SECTION 2:  HAZARDS IDENTIFICATION  
 
GHS ELEMENTS:  
 Hazard Classification: Acute Toxicity – Inhalation (Category 5). 
  Eye Irritation (Category 2B). 
     
   Pictogram:  

   
 

 

 

Signal Word: Warning

None

 

 
 

Hazard Statements: May be Harmful if swallowed 

 

  

 
 

Precautionary Statements: 

 

 

 

 

 

Wash skin throughly after handling. Wear protective gloves, clothing, eye and face protection.  

 

 

If swallowedd, rinse mouth. Do NOT induce vomiting. 

 

 

If on hair or skin, remove all contaminated clothing and rinse skin with water. 

 

 

If inhaled, remove victim to fresh air and keep at rest in a position comfortable for breathing. 

 

 

If in eyes, rinse carefully with water for several minutes. Remove contact lenses, if able and continue rinsing. 

 

 

Immediately call a poison center or doctor/physician. See First Aid instruction for specific treatment. 

 

 

Wash contaminated clothing before reuse. Absorb spillage to prevent material damage. 

 

 

 

 

 

 

 

POTENTIAL HEALTH EFFECTS 

 

EYES:   May cause irritation

May cause irritation.
May cause irritation

. 

 

SKIN:   May cause irritation. 

 

INGESTION:   

 

 

INHALATION:   . 

 

  NTRY
TM

Page 1 of 6 



SAFETY DATA SHEET  Product # : I000144 

Name of Product :  Date:  Jan. 7, 2017

Page 2 of 6 
 

ACUTE HEALTH HAZARDS:  Possible skin and eye irritation.  
 

CHRONIC HEALTH HAZARDS:   None known. 
 

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:   None known. 
 

CARCINOGENICITY: 
 OSHA: No 
 ACGIH: No 
 NTP: No 
 IARC: No 
 CA Prop 65: No 
 

 
  

 
SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS 
                        CAS No.   
INGREDIENT:  Potassium Formate           50%  590-29-4 
  Water                               50%  7732-18-5  
  Adjuvant Blend         <1%  Proprietary 
 
SARA 313 REPORTABLE:         N/A  
  
OSHA PEL-TWA: N/A 
OSHA PEL STEL: N/A 
OSHA PEL CEILING: N/A 
ACGIH TLV-TWA: N/A 
ACGIH TLV STEL: N/A 
ACGIH TLV CEILING: N/A 
 
SECTION 4:  FIRST AID MEASURES  
 
EYES: Flush with water immediately and thoroughly for 15 minutes. If irritation persists, seek medical attention. 
  
SKIN:    Thoroughly wash with soap and water. If irritation persists, seek medical attention. 
 
INGESTION:    Call a physician immediately. Do not induce vomiting without medical advice. 
 
INHALATION:   Remove to fresh air. If not breathing, give artificial respiration. Seek medical attention. 
 
NOTES TO PHYSICIANS OR FIRST AID PROVIDERS:   Treat symptomatically. 

 
SECTION 5:  FIRE-FIGHTING MEASURES 
 
FLAMMABLE LIMITS IN AIR:  Not flammable. 
 
FLASH POINT:  

    F°: >212 
    C°: >100 
 

METHOD USED:   Closed cup. 
 

AUTOIGNITION TEMPERATURE: 
    F°: >750 
    C°: >400 

 
THERMAL DECOMPOSITION:   >360°C 
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SAFETY DATA SHEET  Product # : I000144 

Name of Product : -  Date:  Jan. 7, 2017  

Page 3 of 6 

NFPA HAZARD CLASSIFICATION 
 HEALTH: 1 
 FLAMMABILITY : 0 
 REACTIVITY: 0 
 OTHER: 0 
 
HMIS HAZARD CLASSIFICATION 
 HEALTH: 1 
 FLAMMABILITY : 0 
 REACTIVITY: 0 
 PROTECTION: B 
 
EXTINGUISHING MEDIA:   Water or media suitable for surrounding material. 
 
SPECIAL FIRE FIGHTING PROCEDURES:    Proper safety equipment to include SCBA operated in positive pressure mode. 
 
UNUSUAL FIRE AND EXPLOSION HAZARDS:  Carbon monoxide and/or carbon dioxide may be released. 
 
HAZARDOUS DECOMPOSITION PRODUCTS:  Carbon monoxide and/or carbon dioxide. 
 
SECTION 6:  ACCIDENTAL RELEASE MEASURES  
 
ACCIDENTAL RELEASE MEASURES:  Confine the spill to a diked area or sump, if possible, and recover as much of the product as 

possible. Place in suitable containers. Dispose in accordance with all federal, state, and local 
regulations. 

 
SECTION 7:  HANDLING AND STORAGE  
 
HANDLING AND STORAGE:   Store in suitable containers made of mild steel, stainless steel, plastic or fiberglass.  
  
OTHER PRECAUTIONS:   Always use good safety and industrial hygienic practices.  

 
SECTION 8:  EXPOSURE CONTROLS/PERSONAL PROTECTION  
 
ENGINEERING CONTROLS:    Good hygienic operating protocols are always recommended.  

 
VENTILATION:    Provide local ventilation as necessary.  

 
RESPIRATORY PROTECTION:    Respiratory protection is not normally required unless excessive heat or reaction results in release 

of carbon dioxide or carbon monoxide. In enclosed spaces, these gases can displace oxygen 
causing possible suffocation, thus use a self-contained breathing apparatus. Do not use air 
purifying respirators. 

 
EYE PROTECTION:   Safety goggles and full face shield. 
 
SKIN PROTECTION:   Rubber gloves. 
 
OTHER PROTECTIVE CLOTHING OR EQUIPMENT:  N/A 

 
WORK HYGIENIC PRACTICES:    Wash hands thoroughly after handling. 

 
EXPOSURE GUIDELINES:    N/A 
 
SECTION 9:  PHYSICAL AND CHEMICAL PROPERTIES  
 
APPEARANCE:  Clear.  
 
ODOR:  Mild odor. 
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SAFETY DATA SHEET  Product # : I000144 

Name of Product : Date:  Jan. 7, 2017

Page 4 of 6 
 

ODOR THRESHOLD:  No data available. 
 
PHYSICAL STATE:  Liquid. 
 
pH AS SUPPLIED:  7.3 - 7.8   
 
MELTING POINT:   Unknown 
 
FREEZING POINT:     -63 °F,      -53 C° 

 
BOILING POINT:   Unknown 
 
FLASH POINT:     >212°F, >100°C 
  
METHOD USED:   Tagged Closed Cup  
 
EVAPORATION RATE:   N/A 
 
FLAMMABLE LIMITS IN AIR:   Not flammable. 

 
VAPOR PRESSURE (mmHg):      No data available. 
  
VAPOR DENSITY (AIR = 1):       No data available. 
                                                                                              
SPECIFIC GRAVITY (20OC):       1.33 
 
DENSITY (20OC):        11.1 lb/gallon (1.33 kg/L) 

 
SOLUBILITY IN WATER:      Complete  
 
PARTITION COEFFICIENT:   n-octanol/water – N/A 
 
PERCENT SOLIDS BY WEIGHT:     50% 
 
PERCENT VOLATILE:                        50% 

 
VOLATILE ORGANIC COMPOUNDS (VOC): None    
 
AUTOIGNITION TEMPERATURE:   N/A  
 
THERMAL DECOMPOSITION:    N/A 
 
VISCOSITY:    9.6 cPs @20°C 
 
SECTION 10: STABILITY AND REACTIVITY  
 
 STABLE  UNSTABLE  
 
STABILITY: x 
 
CONDITIONS TO AVOID (STABILITY):     Extreme heat. 
           
INCOMPATIBILITY (MATERIAL TO AVOID):       Strong acids or strong oxidizing agents.   

 
HAZARDOUS DECOMPOSITION OR BY-PRODUCTS:    Carbon monoxide and/or carbon dioxide.  

 
HAZARDOUS POLYMERIZATION:     Will not occur.  
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Name of Product : Date:  Jan. 7, 2017  
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SECTION 11:  TOXICOLOGICAL INFORMATIO N 
 
TOXICOLOGICAL INFORMATION:              Potassium Formate (CAS# 590-29-4) 
 
                                                                                 LD50 (Oral, mouse):       11,000 mg/kg

BOD: 0.02 kg oz/kg
COD: 0.09 kg oz/kg

Use of material as a de-icer or anti-icing agent requires due diligence. Avoid over application and 
accidental releases or spills.

 
                                                                                 LD50 (Oral, rat) :             >2000 mg/kg                     
                                                                                      
 

    
 
 

 
SECTION 12:  ECOLOGICAL INFORMATION  
 
ECOLOGICAL INFORMATION:  
 

     

 
SECTION 13:  DISPOSAL CONSIDERATIONS  
 
WASTE DISPOSAL METHOD: Reclaim and reuse as much as possible. Dispose in accordance with all federal, state, and local regulations.  

 
RCRA HAZARD CLASS:  No. 
 
SECTION 14:  TRANSPORT INFORMATION  
 
U.S. DEPARTMENT OF TRANSPORTATION: 
GROUND TRANSPORTATION: 
 PROPER SHIPPING NAME:   Entry  
 HAZARD CLASS:   N/A 
 ID NUMBER:   N/A 
 PACKING GROUP:   N/A 
                          LABEL STATEMENT:          N/A 
 
WATER TRANSPORTATION (IMDG): 
 PROPER SHIPPING NAME: Entry  
 HAZARD CLASS: N/A 
 ID NUMBER: N/A 
 PACKING GROUP: N/A 
 LABEL STATEMENTS: N/A 
 
AIR TRANSPORTATION (IATA): 
 PROPER SHIPPING NAME: Entry  
 HAZARD CLASS: N/A 
 ID NUMBER: N/A 
 PACKING GROUP: N/A 
 LABEL STATEMENTS: N/A 
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SAFETY DATA SHEET  Product # : I000144 

Name of Product : Date:  Jan. 7, 2017  

SECTION 15: REGULATORY INFORMATION  
 
CHEMICAL INVENTORY LISTS: 

TSCA (U.S. Toxic Substances Control Act):     Yes 
TSCA Section 12(b):        No 
DSL (Canadian Domestic Substances List):    Yes 
EINCS (European Inventory of Existing Commercial Chemical Substances):   Yes 
AICS (Australia):         Yes 
IECSC (China):      Yes 
ENCJ (Japan):      Yes 
 

CERCLA (COMPREHENSIVE RESPONSE COMPENSATION, AND LIABILITY ACT):   No 
 

CLEAN AIR ACT (CAA):  Contains no priority air pollutants. 
 

CLEAN WATER ACT (CWA):  Contains no priority water pollutants. 
 

SECTION 16:  OTHER INFORMATION 
 
DISCLAIMER:   The information contained herein is offered only as a guide to the handling of this specific material and has been prepared in good 

faith by technically knowledgeable personnel.  It is not intended to be all-inclusive and the manner and conditions of use and 
handling may involve other and additional considerations.  No warranty of any kind is given or implied and Secure Winter Products, LLC 
will not be liable for any damages, losses, injuries or consequential damages which may result from the use or reliance 
on any information contained herein.   

 

is a trademark of Secure Winter Products, LLC

is a trademark of Secure Winter Products, LLC
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